
Control Stormwater Runoff

Reduce Stormwater Pollutants

Enhance Land-Use Planning

Reduce Drainage Retention Needs

Envi ronmenta l  Pav ing  Solut ions



LEED® Contributions
We are committed to providing products that can 
contribute to sustainable projects. Our perme-
able pavers can contribute toward LEED® credits 
through the following guidelines:

MR Credit 4.1
Recycled Content (1 point)
Use materials with recycled content such that the sum of post-consumer 
recycled content plus half of the pre-consumer content constitutes 10% of 
total value of the materials in the project.

MR Credit 4.2
Recycled Content (Credit 4.1, + 1 point)
20% (post-consumer and ½ pre-consumer).

MR Credit 5.1
Regional Materials (1 point)
Use products that have been extracted, harvested or recovered, as well as 
manufactured within 500 miles of the project site for a minimum of 10% of 
the cost.

MR Credit 5.2
Regional Materials (Credit 5.1, plus 1 point)
20% extracted, processed and manufactured regionally.

SS Credit 6.1
Storm Water Design: Quality Control (1 point)
Storm water management of a building site where the existing impervious 
area is greater than 50% and the runoff rate and quantity is reduced by 
at least 25%. NewLine’s permeable concrete paving stone systems can 
reduce runoff to zero for the most frequent storms.

SS Credit 6.2
Storm Water Design: Quality Control (1 point)
A treatment system designed to remove 80% of the
average annual post-development Total Suspended Solids (TSS) and 40% 
of the average annual post-development Total Phosphorus (TP).

SS Credit 7
Heat Island Effect (1 point)
Non-roof landscape and exterior designs that reduce heat island effect would 
entail the use of light colored/ high albedo materials with a reflectance of at 
least .3 for 30% of the site’s non-roof impervious surfaces, i.e., pavements 
Manufacturing permeable concrete paving stones in light or natural colors 
that can register an albedo of at least .3 will meet this requirement.
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Permeable Interlocking Concrete Paver (PICP) systems address many  stormwater management concerns, aiding in reducing stormwa-
ter runoff as well as addressing water quality -- by effectively "filtering" runoff contaminants. 

We provide a collection of permeable pavers in several styles and finishes (see next page), to better meet your design needs.  

Benefits of Permeable Paver Construction:
• Reduces runoff up to 100%, depending on project design.
• Reduces the impact on existing stormwater systems by reducing peak discharges. 
• Maximizes groundwater recharge; improves water quality.
• Allows for retention and storage of stormwater for possible reuse for irrigation or other non-potable applications.
• Reduces non-point-source pollutants in stormwater, thereby mitigating impact on surrounding surface waters.
• Augments land-use planning, leading to more efficient use of available land. Critical in high-density urban areas. 
• Can eliminate or reduce the need for above ground storage ponds or collection basins, improving site aesthetics. 
• May lessen or eliminate downstream flooding and stream bank erosion.
• Can decrease project cost by reducing/eliminating drainage and retention systems.
• May reduce cost of compliance with stormwater regulatory requirements and lower utility stormwater fees.

Permeable Paver Construction

NEED HELP?
Our ICPI-trained staff can consult with you to ensure you realize all the benefits PICP 
systems can provide. 

Typical Permeable Paver System
Cross-Section
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Alleyway Cobble™
Dimensions (in.)

Sq. Ft.
Per Pallet

Pavers
Per Pallet

4-piece system 88 336

5 x 5 x 3 1/8 --- 56

5 x 7 x 3 1/8 --- 112

5 x 8 x 3 1/8 --- 112

5 x 9 x 3 1/8 --- 56

Alleyway Cobble™ gives you the appearance 
of an old cobbled paver, yet provides the per-
formance and ease of installation of a contem-
porary product. This 4-piece system is crafted 
with a natural stone-cleft finish and rounded 
edges for the look and feel of time-worn 
quarried stone.

PERMEABLE PAVER PRODUCTS
Most of our permeable paving systems can accommodate a minimum of 100" of rain per hour surface infiltra-
tion using methods ASTM D 1701-09 and ASTM C1781/1781 M-14a. Units are manufactured with built-in hid-
den spacers to ensure proper joint width, are 3 1/8" high- accommodating commercial applications, and feature 
through-the-body color.  All paver products are backed with a Limited Lifetime Warranty.

Aqua-Flo™
Dimensions (in.)

Sq. Ft.
Per Pallet

Pavers
Per Pallet

4 3/4 x 9 1/2 x 3 1/8 100 320

Aqua-Flo™ is a more traditional permeable 
paver unit, featuring a 5" x 10" profile.  This 
simple, rectangular paver provides for many 
different  laying patterns such as running 
bond, stack, herringbone, or basketweave.

Open space per unit = 14% 
Infiltration Rate = 744.8" per hour

4 www.yorkbui lding.com

Open space per unit = 6% 
Infiltration Rate = 430" per hour



Coastal Tan Granite

All permeable products 
are stocked in the two 
colors shown, except 
Turfstone.
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Alleyway Cobble™ - Granite

Aqua-Flo™ - Granite
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Enviro-Flo™
Dimensions (in.)

Sq. Ft. 
Per Pallet

Pavers 
Per Pallet

6 x 9 x 3 1/8 112 300

Enviro-Flo™ is a common 6x9 permeable pav-
er that is available in chamfered and tumbled 
finishes. It is both visually attractive and pe-
destrian friendly. Because of its rectangular 
shape, such structurally sound patterns as 
herringbone can be used which are important 
for vehicular traffic.

Turfstone™
Dimensions (in.)

Sq. Ft. 
Per Pallet

Pavers 
Per Pallet

16 x 16 x 3 1/8 106 60

Turfstone™ is a square slab with open grids 
that allows water to permeate through the sys-
tem. Turfstone can be used for overflow park-
ing, fire lanes, erosion control and parking lots. 
The open voids can be filled with drainage ag-
gregate for maximum infiltration, or also can be 
filled with soil to allow for greenery to grow.

Pewter

Turfstone™ is stocked in 
Pewter.  Other colors are 
available by special order.

Open space per unit = 16% 
Infiltration Rate = 1060.4" per hour

Open space per unit = 21% 
Infiltration Rate = 1154.4" per hour

Dimensions (in.)
Sq. Ft. 

Per Pallet
Pavers 

Per Pallet
3-Piece System 124 230

10 layers /pallet

4 3/4 x 9 1/2 x 2 3/8 110

9 1/2 x 9 1/2 x 2 3/8 70

9 1/2 x 14 1/4 x 2 3/8 50

Terrace Stone™

A slate-faced, three-piece slab system, 
designed to be laid either as a standard 
paver, or as permeable pavement. Each 
pallet contains 3 sizes, allowing you to lay a 
variety of random patterns.

Open space per unit = 6.5% 
Infiltration Rate = 350.76" per hour



7www.yorkbui lding.com

EnviroFlo™ - Granite

Turfstone™ - Granite

Terrace Stone™ - Fieldstone 
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