
Standard III®

The 18”-deep Standard III features a large open core, ensuring sufficient fill placement, 
enhancing connection strength with geosynthetics, and reducing overall product weight, 
making Standard III easier to handle. Use of high-strength fiberglass pins guarantees that 
each unit is properly aligned and the wall is secure. 

Your choice of setback:
1/4” (near vertical)
1 1/4” (8.8 degrees)

The Standard III unit is the industry’s most-stable construction platform for those critical and 
very tall reinforced walls.  Gravity walls (no geogrid reinforcing) can be built up to 4.5 feet 
tall, and the blocks can be placed back-to-back (tail-to-tail) for gravity walls up to 8 feet tall. 
PennDOT Bulletin 15 Approved, and ICC Evaluation Service Approved.
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GraniteCoastal Tan Fieldstone

Shown:  Coastal Tan Shown:  Fieldstone

Standard III Unit 4" Rectangle CapHollow Corner Unit 
(Frederick Plant)

Product Setback Batter Shapes H 
(in)

W 
(in)

D 
(in)

Approx 
Wgt. SF/Pal Pc/Pal Lbs/Pal

Standard III

1/4" (F) 1.8º Standard III Unit 8 18 18 95 36 36 3454

1 1/4" (R) 8.8º 8" Hollow Corner Unit 8 18 9 80 40 40 3240

4" Rectangle Cap 4 18 12 70 72 LF 48 3400

Features straight pins 
ensuring proper wall 
alignment


