The design of Keystone Standard III features a wide, open core which ensures sufficient fill placement, enhances connection strength with geosynthetics and reduces overall product weight, making Standard III easy to handle.

Your choice of setback:
1/8” (near vertical)
1 1/4” (8 degrees)

Use of high strength fiberglass pins guarantees each Standard III unit is properly aligned and the wall is secure.

The Keystone Standard Unit is the industry’s most stable construction platform for taller, and gravity, walls.

Standard III units are manufactured in accordance with ASTM C 1372.

For more information or technical consultation:

**DC, MD, VA, WV:**
Doug Statler
dstatler@yorkbuilding.com
240.357.8389

**DE, NJ, NY, PA:**
Paul Hartline
phartline@yorkbuilding.com
717.286.8169

4126 Buckeystown Pike
Frederick, MD 21704

www.yorkbuilding.com
STANDARD III®

SHAPES:

WALL UNIT

HOLLOW CORNER UNIT

CAP UNIT

COLORS:

Coastal Tan

Fieldstone

Granite

<table>
<thead>
<tr>
<th>Product</th>
<th>Dimensions (inches)</th>
<th>Approx. Weight</th>
<th>Sq. Feet /Pallet</th>
<th>Units/Pallet</th>
<th>Weight/Pallet</th>
</tr>
</thead>
<tbody>
<tr>
<td>Standard III Unit</td>
<td>8Hx18Wx18D</td>
<td>95</td>
<td>36</td>
<td>36</td>
<td>3454</td>
</tr>
<tr>
<td>Hollow Corner Unit</td>
<td>8Hx18Wx9D</td>
<td>76</td>
<td>40</td>
<td>40</td>
<td>3100</td>
</tr>
<tr>
<td>Universal Cap</td>
<td>4Hx18Wx12D</td>
<td>69</td>
<td>72LF</td>
<td>48</td>
<td>3400</td>
</tr>
</tbody>
</table>